
CLASSIC 
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Surface layer

Selected European wood of the 
appropriate thickness, protected with 

a lacquer or oil finish.

Middle layer

Coniferous layer arranged laterally to 
the surface and a bottom layer. 

 Such construction limits the natural 
movement of the wood and prevents 

gaps, cracks and squeaking - even 
in constantly changing weather 

conditions.

Bottom layer

Coniferous wood arranged  
laterally to the middle layer reduces 

the natural work of wood.

Wood protection system
7 layers of UV-hardened acrylic lacquer 

or a system of natural oil. 

HERRINGBONE FLOORING
CONSTRUCTION 

CROSSLOCK joint

Crosslock is the latest joint 
designed by Barlinek, which 

facilitates the arranging of the 
Herringbone Pattern in a clean, 

quick and easy manner. 
Its profile allows the installing of 

the above-mentioned pattern 
without the need for both the 
right and left side floorboards 

at the same time.*

The advantages 
of the Crosslock joint

•  A clean, quick and easy assembly 
without using special tools

 
• An arrangement system which does

 not require using both 
right and left floorboards

 
• No risk of damaging 

the joint during assembly

NEW!
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Oak
Cappuccino

Herringbone
Piccolo

  A one-strip oak floor 
with a delicate creamy-white 

colouring. Boards enriched by 
brushing and protected with 

matt lacquer.
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Oak
Marzipan Muffin

Herringbone
Piccolo

Grey stained boards finished 
with matt lacquer, enhance  

the natural texture  
of the wood by brushing. 
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Oak
Caramel

Herringbone
Piccolo

Caramel Piccolo consists 
of brushed boards with bevelled 

edges, which intensifies the 
impression of a noble and 

traditional oak floor. Matt lacquer 
is used for the finishing.
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Oak 
Grand Canyon

Herringbone
Piccolo

Grand Canyon Piccolo has  
a slightly rustic character, 

achieved by brushing the boards 
and bevel on the edges.  

The floor is finished with 
 natural oil.
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Oak 
Toffee

Herringbone
Piccolo

Single plank oak floor immersed 
in shades of gold and warm 

brown. The slenderness of the 
boards coated with natural 
oil was achieved by 4-sided 

bevelling. The uniqueness 
and abundance of the 

wood was emphasized in the 
brushing process.
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Oak
Brown Sugar 
Herringbone

Piccolo

Oak floor in a warm shade 
of antique brown. Covered 

with matt lacquer. Wood grain 
emphasized by brushing and 

micro-bevel on the edges of the 
board.  The floor comes in  

a single plank version. 
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Find inspiration at
Inspirationen finden sie unter 

www.barlinek.com

Barlinek S.A. 
Al. Solidarności 36, 25-323 Kielce

tel.: +48 41 333 11 00
fax: +48 41 333 00 00

e-mail: info@barlinek.com.pl

For one pack
we plant one tree

We are saving
the peregrine falcon

Bartek the Oak
in our care


